
Pre-Opening Audit upon 
Completion of Construction

Jacob George
jacobgeorge@ictobline.com

+91 9971622441

mailto:jacobgeorge@ictobline.com


Objectives

• Ensure finished construction has addressed 
safety concerns

• Check any other the hazardous condition
• To spot mistakes in signs and markings

Concept 
“ Drive, Ride,Walk” in relation to all road users



Checklist
General
Departure from Standards
Drainage
Road Sign
Pavement Markings
Access
Safety Fences
Bridge parapet



Junction below a 
VUP



Visibility Funnel



Application 



Plantation & Excess Storage Length



Enhancing Visibility 



Discourage Unsafe Overtaking



Channelization to Regulate movement



1st Principle in Junction Design

Unsafe

Safe



1st Principle in Junction Design
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1st Principle in Junction Design

Unsafe

Safe



Side road profile



Marking for Better Compliance



Marking for Better Compliance



Better Readability 



To be read by a driver @ 100kmph



ADS at major decision making location 

Inconsistent design Standard



Positioning STOP Signs



W beam like a spike



Lateral placement of W beam



Painting for Better Behavior 



Road Signs : IRC 67 2012

Pavement Markings : IRC 35 2015

Traffic Calming : IRC 99 2018
Workzone Safety : IRC SP 44 2015
Junction Design : Chapter 3 of:

IRC SP 73 2015 (2 lane)
IRC SP 84 2014 (4 lane)
IRC SP 87 2013 (6 lane)

Roundabout : IRC 65 2017

Road Safety Features : Chapter 9 of:
IRC SP 73 2015 (2 lane)
IRC SP 84 2014 (4 lane)
IRC SP 87 2013 (6 lane)

To be made available for free download



Thanks


